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p. 4

The steel shelves are powder coated in 
black in order to match the rails.

These rails are black anodised, 
as per customer‘s request. 

The angled steel shelf is fixed to the table, 
thus creating a second level of display.

The display tables have folded skids made in
6 mm black steel, the same as the shop system.

Of course, the mobile display stands made 
in 25 x 25 mm steel tube and their base 
plates are powder coated in black as well.

aluline              
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aluline – This horizontal product family offers a wide 
range of products. Miniline and aluboard3 rails as 
well as 4 different puc solutions. A wide range of 
accessories in stainless steel with satin finish is avail- 
able with 2 sizes of back plates: standard and mini. 
All accessories can be used in the rails and as well  
in the different puc versions. 
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Application:
Horizontal rail and puc system for instal-
lation into timber or acrylic panels with a 
thickness of 16 and 19 mm.

Materials and finishes:
stainless steel, satin finish
aluminium, anodised

Setting-out details:
Centre 312,50 mm.

The system uses back plates in two differ- 
ent sizes: standard 48 x 53 mm and mini 
35 x 35 mm. Unless stated otherwise, the 
standard plate is used.

1

AL 120 501 00  

miniline wall installation rail  
4 mm opening, installed from the side, 

for lightwight merchandise

L 6200
cut to size

L 6200
cut to size

AL 120 501 00  
AL 120 501 10  

aluminium, anodised

AL 120 501 16  
AL 120 502 16  

aluminium, black anodised
AL 030 100 05

aluboard3 wall installation rail  
3 mm opening, for direct insert of 3 mm shelves

L 6200
cut to size

L 6200
cut to size

AL 030 100 05      
AL 030 101 05  

aluminium, anodised

AL 030 100 16      
AL 030 101 16  

aluminium, black anodised

+ rail end cap
covering the milling contour of aluboard3 rails

AL 030 800 07
PP, silver

AL 030 801 07
PP, black

rails

milling head
for miniline rails contour, shank diameter 8 mm, 

for machining centres and routing machines

AL 110 000 02
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1

AL 111 500 00 

wall installation puc
fitted from rear into milling contour, 

for panel thickness from 16 mm

standard 48x53 
mini 35x35

AL 111 500 00           
AL 111 500 10  

aluminium diecasting, 

appearance of stainless steel

120

2

AL 111 500 50 

front puc
fitted from front into milling contour, with edge 

protection, for panel thickness from 16 to 19 mm

standard 48x53 
mini 35x35

AL 111 500 50
AL 111 500 60  

zinc diecasting, 

appearance of stainless steel

120

3

AL 111 500 20 

finishes puc
for front mounting to the wall, 

with cover plate

standard 48x53 
mini 35x35

standard 48x53 
mini 35x35

AL 111 500 20  
AL 111 500 30  

zinc diecasting, 

appearance of stainless steel

AL 111 500 06  
AL 111 501 06  

zinc diecasting, matt chrome

120

4

AL 040 100 02 

installation puc „square“
fitted from front into milling contour, screw fixed 

at the rear with assembly plate, for panel thickness 

of 16 and 19 mm, with additional distance plate if 

used with 16 mm panels

mini 35x35 AL 040 100 02  

zinc diecasting, 

appearance of stainless steel

AL 040 100 06  

zinc diecasting, matt chrome

120

+ distance plate
for use of installation puc „square“ in

16 mm panels

AL 999 800 13
steel,zinc plated

1

AL 040 200 01 

set of two brackets
for timber and glass shelves, 350 – 400 mm depth, 

with option to insert a side hanging rail, also 

possible for centre 625 mm

shelf drawing AL 040 600 04

shelf drawing AL 040 600 03

L 320, W 15, H 15 AL 040 200 01  

stainless steel, satin finish

120

2

AL 411 120 61

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 AL 411 120 61
stainless steel, satin finish

AL 040 300 01 

+ side hanging rail
for insertion into brackets, round tube

Ø 25 , L 1240 AL 040 300 01
stainless steel, satin finish

pucs brackets
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1

AL 211 101 35 

set of two brackets
for timber shelves, 350 – 400 mm depth, 

with option to insert a side hanging rail

timber shelf drawing AL 310 444 61

L 324, t 3 AL 211 101 35  

stainless steel, satin finish

120

2

AL 411 120 61 

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 AL 411 120 61
stainless steel, satin finish

+ side hanging rail
for insertion into brackets,

rectangular tube

L 620, W 15, H 30 AL 411 115 61
stainless steel, satin finish

1

AL 110 153 32 

set of two brackets
for timber and glass shelves, 350 – 400 mm depth, 

with option to insert a side hanging rail

timber shelf drawing AL 310 445 61

glass shelf drawing AL 310 332 62

L 320, W 15, H 30 AL 110 153 32  

stainless steel, satin finish

120

2

AL 411 120 61 

AL 411 115 61

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 AL 411 120 61
stainless steel, satin finish

+ side hanging rail
for insertion into brackets,

rectangular tube

L 620, W 15, H 30 AL 411 115 61
stainless steel, satin finish

bracketsbrackets

AL 411 115 61
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1

AL 220 215 16 

set of two insertion brackets
for timber shelves with a minimum

thickness of 22 mm

timber shelf drawing AL 310 600 03

Ø 15, L 160 AL 220 215 16  

steel, zinc plated

115

AL 251 502 08

deco support
for 8 mm shelves

shelf drawing AL 040 601 03

standard 48x53 AL 251 502 08
aluminium, anodised

15

AL 040 207 01

set of two clamping brackets
for 8 mm glass shelves

timber shelf drawing AL 040 603 04

L 52, H 40 AL 040 207 01
stainless steel, satin finish

110

set of two insertion brackets
for timber shelves, 320 - 400 mm depth

timber shelf drawing AL 040 603 04

L 315, t 3 AL 040 208 01
stainless steel, satin finish

 AL 461 106 12

blister hook
with a 135° curved end

standard 48x53
mini 35x35
Ø 6, L 120

AL 461 106 12 
AL 463 106 12  

stainless steel, satin finish

11

AL 461 106 22 

blister hook
with a 135° curved end

standard 48x53
mini 35x35
Ø 6, L 220

AL 461 106 22 
AL 463 106 22  

stainless steel, satin finish

11

 AL 470 320 10 

front arm
with pin

standard 48x53
Ø 20, L 100

AL 470 320 10
stainless steel, satin finish

110

AL 470 320 30

front arm
with pin

standard 48x53
Ø 20, L 300

AL 470 320 30
stainless steel, satin finish

110

2

AL 432 112 28

merchandise arm
curved, with six pins

standard 48x53      
Ø 12, D 293

AL 432 112 28 
stainless steel, satin finish

15

hooksbrackets

deco supports



alulinealuline seamseam ipucipuc primoprimo steplessstepless xpucxpuc opucopuc extentextentquattro quattro

1 1 1

technical data (mm) item no./material item no./material technical data (mm)

p. 16 p. 17

 AL 411 101 61

side hanging frame
round tube

Ø 20, L 620, D 320 AL 411 101 61
stainless steel, satin finish

130

AL 351 102 12 

shoe tray 
for front display, 30° angled

W 120, D 300 AL 351 102 12
stainless steel, satin finish

12

1

AL 351 101 30

shoe tray
for side display, straight

W 300, D 120 AL 351 101 30
stainless steel, satin finish

12

 AL 321 102 30 

shoe tray
for side display, 18° angled

W 300, D 120 AL 351 102 30
stainless steel, satin finish

12

AL 040 401 01
(AL 465 506 16)

eyewear presenter
for single display

Ø 6, W 196, D 175 AL 040 401 01
stainless steel, satin finish

11

AL 999 800 02

sign holder
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

AL 040 830 02
AL 040 831 02
AL 040 832 02
AL 040 833 02
stainless steel, satin finish

 ZU 003 801 07

+ acrylic folder
for sign holder,

made of 3 mm acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

AL 110 000 03 

fittings

tools

side hanging frames

trays
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aluboard6 – the horizontal wall installation rail for 
direct insert of 6 mm shelves without brackets is  
now also available in an electrified version. A well 
engineered plug & light solution for glass and for 
timber shelves puts your merchandise centre-stage. 
Flat designed tongues on the accessories are almost 
completely absorbed by the rail. It is still possible to 
use all aluline accessories in the aluboard6 rail. 
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Application:
Horizontal rail system for installation into 
panels with a thickness of 16 and 19 mm.

Materials and finishes:
stainless steel, satin finish
steel, powder-coated

Setting-out details:
Centre 312,50 mm

The aluboard6 system uses its own range
of fittings which can only be used with 
this rail. The aluline range of fittings 
can also be used.

The overall wattage of each driver needs 
to be considered. Additional glass shelves 
and LED-lengths are available on request.

aluboard6 move wall installation rail
6 mm opening, for direct insert of 6 mm shelves

L 6200
cut to size

L 6200
cut to size

AL 060 120 05       
AL 060 122 05
aluminium, natural anodised

AL 060 120 16       
AL 060 122 16
aluminium, black anodised

+ rail end cap
covering the milling contour of aluboard6 rails

AL 060 820 07
PP, silver

AL 060 835 07
PP, black

AL 060 821 07

aluboard6 bright wall installation rail
for direct insert of 6 mm shelves, electrified, 

without power supply

cut to size AL 060 123 05  

aluminium, natural anodised

AL 060 123 16  

aluminium, black anodised

+ power feed for electrified rail
24 V, power feed from left into aluboard6, 

cable length to driver 500 mm,

incl. rail end cap

AL 060 821 07
PP, silver

aluboard6 railsaluboard6
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AL 060 822 14

+ LED driver
230 V, primary line 1000 mm,

secondary line 250 mm

Halogen-free available on request

18 watt
36 watt
50 watt
75 watt
100 watt

BR 024 810 07
BR 024 812 07
BR 024 814 07
BR 024 816 07
BR 024 818 07

+ connecting line
230 V, high voltage, 3000 mm, Euro flat plug

+ UK plug for connecting line

Halogen-free available on request

6-way distributor

single round plug

BR 024 831 07

BR 024 833 07

BR 024 840 07

+ extension cable
high voltage 230 V,

with plug-system white colour

       low voltage 24 V, 

       with plug-system green colour

Halogen-free available on request

L 500 mm
L 1000 mm
L 2000 mm

L 500 mm
L 1000 mm
L 2000 mm

BR 024 841 07
BR 024 843 07
BR 024 847 07

BR 024 861 07
BR 024 863 07
BR 024 867 07

+ distributor
high voltage 230 V,

with plug-system white colour

low voltage 24 V,

with plug-system green colour

Halogen-free available on request

2-way distributor

2-way distributor
6-way distributor

BR 024 893 07

BR 024 883 07
BR 024 881 07

mounting strut move
for aluboard6 move and aluboard6 bright,

grid 100 mm

L 1768, H 40 AL 060 900 11
steel, zinc plated

AL 060 823 14

piping frame
individual measurements

AL 060 860 08
aluminium, raw

+ mounting clip for piping frame AL 060 860 07
PP

AL 060 620 03

glass shelf with LED lighting
clear glass, length 620 mm, depth 400 mm,

16 W per metre, 120 Lm/W, 24 V,

colour rendering index: 85 +

3000 K
4000 K

AL 060 624 03
AL 060 620 03
aluminium, anodised

115

set of two insertion brackets
for electrified timber shelves with a minimum 

thickness of 22 mm

shelf drawing AL 060 630 04

Ø 15, L 160 AL 060 207 11
steel, zinc plated

115

set of two brackets
for electrified timber shelves with a minimum 

thickness of 32 mm, 320 – 400 mm depth

shelf drawing AL 060 631 04

L 297, H 25 AL 060 203 11
steel, zinc plated

115

set of two suspension bracket
for electrified shelves

shelf drawing AL 060 633 04

L 60, H 50 AL 060 209 10
steel, powder-coated white alu 

AL 060 210 10
steel, powder-coated black

115

LED recessed lighting unit
for timber shelves with a thickness of 19 mm

and a length of 570 mm, with plug-system, 

9,6 W per metre, 90 Lm/W, 24 V, 

colour rendering index: 90 +

3000 K
4000 K

3000 K
4000 K

BR 024 704 05
BR 024 705 05
aluminium, natural anodised

BR 024 704 16
BR 024 705 16
aluminium, black anodised

+ power pickup
for electrified aluboard6, with plug-system

AL 060 828 14
steel, zinc plated

aluboard6 move

aluboard6 bright

~

~
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AL 060 402 01

blister hook
with a 135° curved end

L 120
L 220
Ø 6

AL 060 402 01 
AL 060 403 01
stainless steel, satin finish 

AL 060 410 10
AL 060 412 10
steel, powder-coated white alu 

AL 060 411 10
AL 060 413 10
steel, powder-coated black

11

AL 060 400 01

front arm
with pin

L 100
L 300
Ø 20

AL 060 400 01 
AL 060 401 01
stainless steel, satin finish 

AL 060 414 10
AL 060 416 10
steel, powder-coated white alu 

AL 060 415 10
AL 060 417 10
steel, powder-coated black

110

AL 060 800 02

sign holder 
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

AL 060 800 02
AL 060 801 02
AL 060 802 02
AL 060 803 02
stainless steel, satin finish

AL 060 810 10
AL 060 811 10
AL 060 812 10
AL 060 813 10
steel, powder-coated white alu 

AL 060 814 10
AL 060 815 10
AL 060 816 10
AL 060 817 10
steel, powder-coated black

ZU 003 801 07

+ acrylic folder
for sign holder, made of 3 mm

acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

aluboard6 brackets

aluboard6 side hanging frames

aluboard6 fittings

AL 060 200 01

set of two brackets
for timber and glass shelves, 

320 - 400 mm depth

shelf drawing AL 060 600 04

shelf drawing AL 060 620 03

Ø 20, L 300 AL 060 200 01  

stainless steel, satin finish 

AL 060 206 10 
steel, powder-coated white alu

AL 060 207 10 
steel, powder-coated black

120

AL 060 300 01 

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 AL 060 300 01
stainless steel, satin finish 

AL 060 302 10
steel, powder-coated white alu 

AL 060 303 10
steel, powder-coated black

set of two brackets
for timber shelves, 320 - 400 mm depth

shelf drawing AL 060 632 04

L 315, t 3 AL 060 211 01
stainless steel, satin finish 

AL 060 307 10
steel, powder-coated white alu 

AL 060 308 10
steel, powder-coated black

110

AL 080 201 11

set of two insertion brackets
for timber shelves with minimum 

thickness of 22 mm

shelf drawing AL 060 601 04

Ø 15, L 160 AL 060 201 11
steel, zinc plated

110

side hanging frame
round tube

shelf drawing AL 040 603 04

Ø 20, L 620 AL 060 301 01
stainless steel, satin finish 

AL 060 307 10
steel, powder-coated white alu 

AL 060 308 10
steel, powder-coated black

110

AL 411 101 62

side hanging frame
with extended plates, for side display 

under a 6 mm glass if inserted directly into 

aluboard6

shelf drawing AL 310 600 02

Ø 25, L 620, D 320 AL 060 304 01
stainless steel, satin finish 

AL 060 305 10
steel, powder-coated white alu 

AL 060 306 10
steel, powder-coated black

110

AL 080 301 01
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aluboard8 – the horizontal wall installation rail for 
direct insert of 8 mm shelves without brackets is  
now also available in an electrified version. A well 
engineered plug & light solution for glass and for 
timber shelves puts your merchandise centre-stage. 
Flat designed tongues on the accessories are almost 
completely absorbed by the rail. 
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Application:
Horizontal rail system for installation into 
panels with a thickness of 16 and 19 mm.

Materials and finishes:
stainless steel, satin finish
steel, powder-coated

Setting-out details
Centre 312,50 mm

The aluboard8 system uses its own range 
of fittings which can only be used with 
this rail.

The overall wattage of each driver needs 
to be considered. Additional extension 
cables and drivers are available on 
request, as well glass shelves in different 
sizes and LEDs in different lengths and 
colour temperatures. Halogen-free 
components are also available on 
request.

AL 080 100 05

aluboard8 wall installation rail  
8 mm opening, for direct insert of 8 mm shelves

L 6200 
cut to size

L 6200 
cut to size

AL 080 100 05
AL 080 101 05  

aluminium, natural anodised

AL 080 100 16
AL 080 101 16  

aluminium, black anodised

+ rail end cap
covering the milling contour of aluboard8 rails

AL 080 800 07
PP, silver

AL 080 835 07
PP, black

AL 080 103 05

AL 080 821 07

aluboard8 bright wall installation rail  
for direct insert of 8 mm shelves, electrified, 

without power supply

cut to size

cut to size

AL 080 103 05  

aluminium, natural anodised

AL 080 103 16  

aluminium, black anodised

+ power feed for electrified rail
24 V, power feed from left into aluboard8, 

cable length to driver 500 mm,

incl. rail end cap

AL 080 821 07
PP, silver

aluboard8 aluboard8 rails
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AL 060 822 14

+ LED driver
230 V, primary line 1000 mm,

secondary line 250 mm

Halogen-free available on request

18 watt
36 watt
50 watt
75 watt
100 watt

BR 024 810 07
BR 024 812 07
BR 024 814 07
BR 024 816 07
BR 024 818 07

+ connecting line
230 V, high voltage, 3000 mm, Euro flat plug

+ UK plug for connecting line

Halogen-free available on request

6-way distributor

single round plug

BR 024 831 07

BR 024 833 07

BR 024 840 07

+ extension cable
high voltage 230 V,

with plug-system white colour

       low voltage 24 V, 

       with plug-system green colour

Halogen-free available on request

L 500 mm
L 1000 mm
L 2000 mm

L 500 mm
L 1000 mm
L 2000 mm

BR 024 841 07
BR 024 843 07
BR 024 847 07

BR 024 861 07
BR 024 863 07
BR 024 867 07

+ distributor
high voltage 230 V,

with plug-system white colour

low voltage 24 V,

with plug-system green colour

Halogen-free available on request

2-way distributor

2-way distributor
6-way distributor

BR 024 893 07

BR 024 883 07
BR 024 881 07

AL 060 823 14

aluboard8 bright

AL 060 620 03

glass shelf with LED lighting
clear glass, length 620 mm, depth 400 mm,

16 W per metre, 120 Lm/W, 24 V,

colour rendering index: 85 +

3000 K
4000 K

AL 080 624 03
AL 080 620 03
aluminium, anodised

115

set of two insertion brackets
for electrified timber shelves with a minimum 

thickness of 22 mm

timber shelf drawing AL 080 603 04

Ø 15, L 160 AL 080 207 11
steel, zinc plated

115

set of two brackets
for electrified timber shelves with a minimum 

thickness of 32 mm, 320 - 400 mm depth

timber shelf drawing AL 080 631 04

L 297, H 25 AL 080 203 11
steel, zinc plated

115

set of two suspension bracket
for electrified shelves

timber shelf drawing AL 080 633 04

W 60, H 50 AL 080 209 10
steel, powder-coated white alu 

AL 080 210 10
steel, powder-coated black

115

1 LED recessed lighting unit
for timber shelves with a thickness of 19 mm

and a length of 580 mm, with plug-system, 

9,6 W per metre, 90 Lm/W, 24 V, 

colour rendering index: 90 +

3000 K
4000 K

3000 K
4000 K

BR 024 704 05
BR 024 705 05
aluminium, natural anodised

BR 024 704 16
BR 024 705 16
aluminium, black anodised

aluboard8 bright

aluboard8 brackets



alulinealuline seamseam ipucipuc primoprimo steplessstepless xpucxpuc opucopuc extentextentquattro quattro

technical data (mm) item no./material item no./material technical data (mm)

p. 32 p. 33

AL 080 400 01

front arm 
with pin

Ø 20, L 100 AL 080 400 01  

stainless steel, satin finish 

AL 080 402 10 
steel, powder-coated white alu

AL 080 403 10
steel, powder-coated black

110

 AL 080 401 01 

front arm 
with pin

Ø 20, L 300 AL 080 401 01  

stainless steel, satin finish 

AL 080 404 10 
steel, powder-coated white alu

AL 080 405 10
steel, powder-coated black

110

AL 080 800 02

sign holder 
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

AL 080 800 02   
AL 080 801 02      
AL 080 802 02         
AL 080 803 02
stainless steel, satin finish

AL 080 808 10  
AL 080 809 10      
AL 080 810 10         
AL 080 811 10
steel, powder-coated white alu

AL 080 812 10   
AL 080 813 10      
AL 080 814 10         
AL 080 815 10
steel, powder-coated black

ZU 003 801 07

+ acrylic folder
for sign holder,

made of 3 mm acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

aluboard8 brackets

aluboard8 side hanging frames

aluboard8 fittings

AL 060 200 01

set of two brackets
for timber and glass shelves, 

320 - 400 mm depth

timber shelf drawing AL 080 601 04

glass shelf drawing AL 080 601 03

Ø 20, L 300 AL 080 200 01  

stainless steel, satin finish 

AL 080 203 10 
steel, powder-coated white alu

AL 080 204 10 
steel, powder-coated black

120

set of two brackets
for timber shelves, 

320 - 400 mm depth

shelf drawing AL 080 623 04

L 315, t 3 AL 080 211 01
stainless steel, satin finish 

AL 080 212 10
steel, powder-coated white alu 

AL 080 213 10
steel, powder-coated blackAL 060 300 01 

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 AL 080 300 01
stainless steel, satin finish 

AL 080 306 10
steel, powder-coated white alu 

AL 080 307 10
steel, powder-coated black

set of two insertion brackets
for timber shelves with minimum 

thickness of 22 mm

shelf drawing AL 080 603 04

Ø 15, L 160 AL 080 201 11
steel, zinc plated

110

side hanging frame
round tube

Ø 20, L 620 AL 080 301 01
stainless steel, satin finish 

AL 080 304 10
steel, powder-coated white alu 

AL 080 305 10
steel, powder-coated black

110

AL 080 201 11

AL 080 301 01



Load values: (stated in kg)

Legend to symbols:

 electrified

Dimensions: (stated in mm)

L length 

W width 

Ø diameter

C centre

H height → landscape

D depth ↑ portrait

t thickness

11  – 160  corresponds to 1 – 60 kg

The following guidelines apply to the load values stated above:

- The load value listed refers to the merchandise elements only.

- Increasing lengths or depths of the fitting elements may lead to a reduced load value.

- The load values listed depend on the construction of the wall. Our calculation is based on installation into timber.

- Fittings may deflect to differing angles for a particular load value.

~

All rails and fitting elements are covered by patent or copyright.

We reserve the right to amend technical or formal details without prior notice.
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