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item no./material technical data (mm)
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1

ipuc

The side hanging frame with the regular 
ipuc25 centre of 312.5 mm differs from 
the standard item due to the brass finishes.

The brass plated finish was developed 
specially for this customer.

The large steel shelves with the brass 
plating became the special challenge in 
this project.

ipuc is a single point system with rectan- 
gular sockets in two sizes with different 
load capacities. Both sockets – ipuc10 and 
ipuc25 – can be installed into timber 
materials and acrylic walls.
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ipuc10 – this single point supporting system in 
rectangular profile with its load capacity up to 10 kg
is particularly suitable for the display of lingerie, shoes 
and accessories. Sign holders are also available to create 
a flexible display for campaigns, promotions and events.
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aluline seam ipucprimo stepless xpucopuc extentquattro

Application:
Single point carrier system for installation 
into timber or acrylic with a thickness of 
10 – 23 mm. 

Materials and finishes:
stainless steel, satin finish
steel, powder-coated

Setting-out details:
Centre 400 mm, overlapping the centre.

ipuc10
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21

1

IP 010 101 02 

ipuc10 carrier socket
consisting of a zinc diecasting part and a flange 

lock nut, for walls of 10 – 23 mm thickness, colour 

lock nut: black

W 10, H 20, D 40 IP 010 100 02  

zinc diecasting, appearance 

of stainless steel

110

IP 010 100 02 

ipuc10 carrier socket
consisting of a zinc diecasting part and a flange 

lock nut, for walls of 10 – 23 mm thickness

colour lock nut: transparent, for acrylic walls

W 10, H 20, D 40 IP 010 101 02  

zinc diecasting, appearance 

of stainless steel

110

2

 IP 010 200 01 

set of two brackets
for timber and 6 mm glass shelves, 

210 – 250 mm depth

timber shelf drawing IP 010 600 04

glass shelf drawing IP 010 600 03

Ø 8, L 200 IP 010 200 01
stainless steel, satin finish

15

set of two brackets
for timber and 6 mm glass shelves, 

320 - 400 mm depth

timber shelf drawing IP 010 604 04

H 20, L 200 IP 010 203 01  

stainless steel, satin finish

IP 010 204 10  

steel, powder-coated white alu

IP 010 205 10  

steel, powder-coated black

deco support
for 6 mm shelves 

glass shelf drawing IP 010 605 03

H 20, L 25 IP 010 206 01  

stainless steel, satin finish

IP 010 207 10  

steel, powder-coated white alu

IP 010 208 10  

steel, powder-coated black

ipuc10 carrier sockets

ipuc10 brackets

 IP 025 207 01

item no./material technical data (mm)
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IP 010 400 01 

front hook
with pin

L 200
Ø 8

IP 010 401 01
stainless steel, satin finish

IP 010 406 10  

steel, powder-coated white alu

IP 010 407 10  

steel, powder-coated black

15

1

IP 010 402 01 

merchandise arm
curved, with 6 pins

Ø 8, D 300 IP 010 402 01  

stainless steel, satin finish

IP 010 408 10  

steel, powder-coated white alu

IP 010 409 10  

steel, powder-coated black

15

IP 010 403 01

eyewear presenter
with antislip device made of flexible plastic tube

D 175, W 196 IP 010 403 01  

stainless steel, satin finish

IP 010 410 10  

steel, powder-coated white alu

IP 010 411 10  

steel, powder-coated black

11

IP 010 404 01

T-arm
round tube, for lightwight merchandise

Ø 8, L 390 IP 010 404 01  

stainless steel, satin finish

IP 010 412 10  

steel, powder-coated white alu

IP 010 413 10  

steel, powder-coated black

15

2

 IP 010 405 01

hook rail
for belts and ties, distance between hooks 90 

mm, length of hooks 120 mm, weight value 

per hook

Ø 6, L 390 IP 010 405 01
stainless steel, satin finish

IP 010 414 10  

steel, powder-coated white alu

IP 010 415 10  

steel, powder-coated black

11

IP 010 600 01 

shoe tray
for side display, straight

L 300, D 120 IP 010 600 01
stainless steel, satin finish

IP 010 604 10
steel, powder-coated white alu

IP 010 605 10
steel, powder-coated black

13

ipuc10 fittings

3 3

3

 IP 010 601 01

shoe tray
for front display, 30° angled

L 120, D 300 IP 010 601 01  

stainless steel, satin finish

IP 010 606 10
steel, powder-coated white alu

IP 010 607 10
steel, powder-coated black

13

assembly head
ipuc10 flange nut, to suit: airdriven assembly tools, 

adaptor: hexagonal socket wrench 1/4 inch

IP 950 000 02
steel, browned

IP 010 800 02 

sign holder
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

IP 010 800 02           
IP 010 801 02  
IP 010 802 02 
IP 010 803 02
stainless steel, satin finish

IP 010 608 10           
IP 010 609 10  
IP 010 610 10 
IP 010 611 10
steel, powder-coated white alu

IP 010 612 10           
IP 010 613 10  
IP 010 614 10 
IP 010 615 10
steel, powder-coated black

ZU 003 801 07 

+ acrylic folder
for sign holder, made of 3 mm

acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
Clear acrylic

ipuc10 fittings

ipuc10 tool

 IP 950 000 02

technical data (mm) item no./material item no./material technical data (mm)
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ipuc25 – with its load capacity of 25 kg it is commonly 
used in fashion stores. Special accessories for a 
dedicated display of shoes and shirts are available.

aluline seam ipucprimo stepless xpucopuc extentquattro p. 13
ipuc25



aluline seam ipucprimo stepless xpucopuc extentquattro

Application:
Single point carrier system for installation 
into timber or acrylic with a thickness of 
10 – 28 mm.

Materials and finishes:
stainless steel, satin finish 
aluminium, anodised
steel, powder-coated

Setting-out details:
Centre 312,5 mm, overlapping the centre

aluline seam ipucprimo stepless xpucopuc extentquattrop. 14
ipuc25

1

1

 IP 111 500 00 

ipuc25 carrier socket
consisting of a zinc diecasting part and a flange 

lock nut, to suit walls of 10 – 28 mm thick- ness 

colour lock nut: black

L 14, H 33, t 45 IP 111 500 00
zinc diecasting, appearance 

of stainless steel

125

 IP 111 503 00 

ipuc25 carrier socket
consisting of a zinc diecasting part and a flange 

lock nut, to suit walls of 10 – 28 mm thick- ness 

colour lock nut: transparent, for acrylic walls

L 14, H 33, t 45 IP 111 503 00  

zinc diecasting, appearance 

of stainless steel

125

ipuc25 carrier sockets

item no./material technical data (mm)
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technical data (mm) item no./material item no./material technical data (mm)
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1 2 1, 2

1

IP 110 102 32

set of two brackets
for timber shelves, 320 – 400 mm depth,

with option to insert a side hanging rail

timber shelf drawing IP 310 444 61

L 316, t 4 IP 025 214 01
stainless steel, satin finish

IP 025 215 10
steel, powder-coated white alu

IP 025 216 10
steel, powder-coated black

120

2

IP 411 120 61

IP 411 115 61 

+ side hanging rail
for insertion into brackets, round tube

       not for use with brackets IP 025 200 06   

Ø 20, L 620 IP 025 303 01
stainless steel, satin finish

IP 025 304 10
steel, powder-coated white alu

IP 025 305 10
steel, powder-coated black

+ side hanging rail
for insertion into brackets, rectangular tube

      not for use with brackets IP 025 200 06   

H 30, L 620, t 15 IP 025 306 01
stainless steel, satin finish

IP 025 307 10
steel, powder-coated white alu

IP 025 308 10
steel, powder-coated black

set of two brackets
for timber shelves, 320 – 400 mm depth 

timber shelf drawing IP 025 600 04

L 316, t 4 IP 025 217 01
stainless steel, satin finish

IP 025 218 10
steel, powder-coated white alu

IP 025 219 10
steel, powder-coated black

ipuc25 brackets

1

IP 110 153 32

set of two brackets
for timber and glass shelves, 320 – 400 mm depth, 

with option to insert a side hanging rail

timber shelf drawing IP 310 445 61

glass shelf drawing IP 310 332 62

L 325, W 15, H 30 IP 025 211 01
stainless steel, satin finish

IP 025 212 10
steel, powder-coated white alu

IP 025 213 10
steel, powder-coated black

120

2

IP 411 120 61

+ side hanging rail
for insertion into brackets, round tube

Ø 20, L 620 IP 025 303 01
stainless steel, satin finish

IP 025 304 10
steel, powder-coated white alu

IP 025 305 10
steel, powder-coated black

IP 411 115 61 

+ side hanging rail
for insertion into brackets, rectangular tube,

       not for use with brackets IP 025 200 06   

H 30, L 620, t 15 IP 025 306 01
stainless steel, satin finish

IP 025 307 10
steel, powder-coated white alu

IP 025 308 10
steel, powder-coated black

ipuc25 brackets

120
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1

1

IP 210 215 16 

set of two insertion brackets
for timber shelves with a minimum 

thickness of 22 mm

timber shelf drawing IP 310 444 62

Ø 15, L 160 IP 210 215 16
steel, zinc plated

115

 IP 251 501 05

deco support
for 6 mm shelves

glass shelf drawing IP 310 342 30

L 38, H 20 IP 251 501 05
aluminium, anodised

15

 IP 025 207 01

set of two clamping brackets
for 8 mm glass shelves

glass shelf drawing IP 310 343 30

L 55, H 40 IP 025 207 01 
stainless steel, satin finish

110

2

IP 261 120 61

side hanging frame
round tube

Ø 20, L 620 IP 025 309 01
stainless steel, satin finish

IP 025 310 10
steel, powder-coated white alu

IP 025 311 10
steel, powder-coated black

125

IP 261 215 61 

side hanging frame
rectangular tube

H 30, L 620, t 15 IP 025 312 01
stainless steel, satin finish

IP 025 313 10
steel, powder-coated white alu

IP 025 314 10
steel, powder-coated black

125

ipuc25 brackets

32

VP 460 110 15

front hook
with pin

L 300
Ø 10

IP 025 405 01
stainless steel, satin finish

IP 025 406 10
steel, powder-coated white alu

IP 025 407 10
steel, powder-coated black

15

 VP 470 120 10

front arm
with pin

L 100
L 300
Ø 20

IP 025 408 01
IP 025 411 01
stainless steel, satin finish

IP 025 409 10      
IP 025 412 10           
steel, powder-coated white alu

IP 025 410 10   
IP 025 413 10
steel, powder-coated black

110

3

IP 470 115 30

front arm
with end cap

H 30, W 15, L 300 IP 025 420 01
stainless steel, satin finish

IP 025 421 10
steel, powder-coated white alu

IP 025 422 10
steel, powder-coated black

110

IP 432 124 34

merchandise arm
30° angled, with 8 slots

L 308, t 4 IP 025 414 01
stainless steel, satin finish

IP 025 415 10
steel, powder-coated white alu

IP 025 416 10
steel, powder-coated black

15

ipuc25 side hanging frames

ipuc25 fittings

technical data (mm) item no./material item no./material technical data (mm)
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eyewear presenter
with antislip device made of flexible plastic tube

D 165, L 196 IP 025 417 01  

stainless steel, satin finish

IP 025 418 10  

steel, powder-coated white alu

IP 025 419 10  

steel, powder-coated black

shoe tray
for side display, straight

L 300, D 120 IP 025 600 01  

stainless steel, satin finish

IP 025 601 10
steel, powder-coated white alu

IP 025 602 10
steel, powder-coated black

shoe tray
for front display, 30° angled

L 120, D 300 IP 025 603 01  

stainless steel, satin finish

IP 025 604 10  

steel, powder-coated white alu

IP 025 605 10  

steel, powder-coated black

IP 010 800 02 

sign holder
sign holder

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

IP 025 800 02           
IP 025 801 02  
IP 025 802 02 
IP 025 803 02
stainless steel, satin finish

IP 025 804 10           
IP 025 805 10  
IP 025 806 10 
IP 025 807 10
steel, powder-coated white alu

IP 025 808 10           
IP 025 809 10  
IP 025 810 10 
IP 025 811 10
steel, powder-coated black

ZU 003 801 07 

+ acrylic folder
for sign holder, made of 3 mm

acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

 IP 010 601 01

IP 010 600 01 

IP 010 403 01

11

13

13

ipuc25 fittings ipuc25 back bar

ipuc25 tool

technical data (mm) item no./material item no./material technical data (mm)
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back bar
rectangular tube

L 620, H 30, t 15 IP 025 500 01
stainless steel, satin finish

IP 025 501 10
steel, powder-coated white alu

IP 025 502 10
steel, powder-coated black

140

+ blister hook
with a 135°curved end, to suit back bar

L 120
L 220
Ø 6

VP 015 509 01
VP 015 510 01 
stainless steel, satin finish

VP 015 511 10
VP 015 512 10
steel, powder-coated white alu

VP 015 513 10
VP 015 514 10
steel, powder-coated black

11

VP 461 110 15

+ front hook
with pin, to suit back bar

L 300
Ø 10

VP 015 515 01
stainless steel, satin finish

VP 015 516 10
steel, powder-coated white alu

VP 015 517 10
steel, powder-coated black

12

VP 470 120 10

+ front arm
with pin, to suit back bar

L 100
L 300
L 400
Ø 20

VP 015 518 01         
VP 015 519 01 
VP 015 520 01
stainless steel, satin finish

VP 015 521 10
VP 015 522 10 
VP 015 523 10 
steel, powder-coated white alu

VP 015 524 10
VP 015 525 10
VP 015 526 10
steel, powder-coated black

110

VP 460 106 12 



Load values: (stated in kg)

Legend to symbols:

 electrified

Dimensions: (stated in mm)

L length 

W width 

Ø diameter

C centre

H height → landscape

D depth ↑ portrait

t thickness

11  – 160  corresponds to 1 – 60 kg

The following guidelines apply to the load values stated above:

- The load value listed refers to the merchandise elements only.

- Increasing lengths or depths of the fitting elements may lead to a reduced load value.

- The load values listed depend on the construction of the wall. Our calculation is based on installation into timber.

- Fittings may deflect to differing angles for a particular load value.

~

All rails and fitting elements are covered by patent or copyright.

We reserve the right to amend technical or formal details without prior notice.
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