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opuc

This customised side hanging frame offers 
a dual function: The 25 mm diameter rail 
is used for side display, whilst the round 
brackets act as a front-facing display.

The opuc20 socket has a weight loading 
of 30 kg. Overlapping the 625 mm display 
centre is also possible. 

The brackets are inserted and bonded 
from the rear into the timber shelves.
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opuc6 – the round carrier socket with a diameter of  
6 mm allows for easy installation as it is fitted directly 
into the front face of the display panel. The stylish 
fittings in stainless steel are suitable for the display of 
lightweight merchandise.

opuc6
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Application:
Single point carrier system for installation 
into panels with a minimum thickness  
of 16 mm. 

Materials and finishes:
stainless steel, satin finish 
steel, powder-coated

Setting-out details:
Centre 200 mm, overlapping the centre.

opuc6

opuc6 carrier socket
for walls minimum 16 mm thickness

Ø 10, D 17 OP 006 100 02
zinc diecasting, 

appearance of stainless steel

OP 006 100 15
zinc diecasting, black 

chromed

1

OP 006 200 01 

set of two brackets
for 6 mm timber and glass shelves

timber shelf drawing OP 006 600 04

glass shelf drawing OP 006 600 03

Ø 6, L 120 OP 006 200 01  

stainless steel, satin finish

OP 006 202 10  

steel, powder-coated white alu

OP 006 203 10  

steel, powder-coated black

14

deco support
for 6 mm shelves

glass shelf drawing OP 006 600 03

Ø 20 OP 006 201 01  

stainless steel, satin finish

OP 006 204 10  

steel, powder-coated white alu

OP 006 205 10  

steel, powder-coated black

11

set of two deco pins
for display of shoes and accessories

L 130 OP 006 405 01  

stainless steel, satin finish

OP 006 406 10  

steel, powder-coated white alu

OP 006 407 10  

steel, powder-coated black

11

opuc6 carrier socket

opuc6 brackets
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OP 006 400 01

blister hook
with a 135° curved end

L 120     
L 220
Ø 6

OP 006 400 01
OP 006 401 01
stainless steel, satin finish

OP 006 408 10
OP 006 409 10
steel, powder-coated white alu

OP 006 410 10
OP 006 411 10
steel, powder-coated black

11

1

OP 006 403 01 

front hook
30° angled, with 6 pins

Ø 6 OP 006 403 01 

stainless steel, satin finish

OP 006 412 10
steel, powder-coated white alu

OP 006 413 10
steel, powder-coated black

12

3

OP 006 300 01 

hanging bar
for lightwight merchandise

Ø 6, D 50 , W 390 OP 006 300 01  

stainless steel, satin finish

OP 006 414 10
steel, powder-coated white alu

OP 006 415 10
steel, powder-coated black

14

2

OP 006 402 01

eyewear presenter
for single display, 

with antislip device made of flexible plastic tube

Ø 6, D 175, W 196 OP 006 402 01
stainless steel, satin finish

OP 006 416 10
steel, powder-coated white alu

OP 006 417 10
steel, powder-coated black

11

opuc6 fittings

eyewear presenter
for 5 glasses in a row, centre 400 mm, 

can be used with a 200 mm wall grid, 

with antislip device made of flexible plastic tube

Ø 6, D 175, W 996 OP 006 404 01
stainless steel, satin finish

OP 006 418 10
steel, powder-coated white alu

OP 006 419 10
steel, powder-coated black

14

OP 006 900 11

assembly tool
to hammer and adjust the socket into 

a timber panel

OP 006 900 11  

stainless steel, satin finish

 OP 006 800 02

sign holder
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

OP 006 800 02       
OP 006 801 02     
OP 006 802 02    
OP 006 803 02
stainless steel, satin finish

OP 006 806 10       
OP 006 807 10     
OP 006 808 10    
OP 006 809 10
steel, powder-coated white alu

OP 006 810 10       
OP 006 811 10     
OP 006 812 10    
OP 006 813 10
steel, powder-coated black

ZU 003 801 07 

+ acrylic folder
for sign holder,

made of 3 mm acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

opuc6 fittings

opuc6 tool
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opuc20 – this round puc system consists of a smart 
magnet solution placed inside the fitting and a high 
load capacity of the socket. Based on its load capacity 
of 30 kg it is particularly suitable for the display of 
fashion, shoes, suitcases or hardware. If preferred 
the opuc20 socket can be used with a round cover 
ring for a different design which is available in 
stainless steel appearance. Other colours for the 
cover ring to match the wall finish can provided. 
Opuc20 is now available in an electrified version.

opuc20
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Application:
Single point carrier system for installation 
into panels with a minimum thickness  
of 19 mm. 

Materials and finishes:
stainless steel, satin finish
steel, powder-coated

Setting-out details:
Centre 625 mm, overlapping the centre.

opuc20

1

OP 020 100 19

opuc20 carrier socket
for walls minimum 19 mm thickness

Ø 20, D 41 OP 020 101 19
zinc diecasting, raw

130

opuc20 carrier socket
for walls minimum 19 mm thickness

electrified

Ø 20, D 41 OP 020 102 19
zinc diecasting, raw

130

2

OP 020 802 02

+ cover plate
 for opuc20 socket

Ø 34 OP 020 802 02
zinc diecasting, appearance

of stainless steel

OP 020 803 10  

steel, powder-coated white alu

OP 020 804 10  

steel, powder-coated black

3

 OP 020 200 01

set of two brackets
for timber and glass shelves, 

350 – 400 mm depth,  with option 

to insert a side hanging rail

timber shelf drawing OP 020 600 04

glass shelf drawing OP 020 600 03

Ø 20, L 320 OP 020 200 01  

stainless steel, satin finish

OP 020 203 10  

steel, powder-coated white alu

OP 020 204 10  

steel, powder-coated black

130

4

OP 020 301 01

+  side hanging rail
 for insertion into brackets, round tube

Ø 25, L 1240 OP 020 301 01
stainless steel, satin finish

OP 020 306 10  

steel, powder-coated white alu

OP 020 307 10  

steel, powder-coated black

opuc20 carrier sockets

opuc20 brackets

~
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+ LED driver
230 V, primary line 1000 mm,

econdary line 250 mm

Halogen-free available on request

18 watt
36 watt
50 watt
75 watt
100 watt

BR 024 810 07
BR 024 812 07
BR 024 814 07
BR 024 816 07
BR 024 818 07

+ connecting line
230 V, high voltage, 3000 mm, Euro flat plug

+ UK plug for connecting line

Halogen-free available on request

6-way distributor

single round plug

BR 024 831 07

BR 024 833 07

BR 024 840 07

+ extension cable
high voltage 230 V,

with plug-system white colour

       low voltage 24 V, 

       with plug-system green colour

Halogen-free available on request

L 500 mm
L 1000 mm
L 2000 mm

L 500 mm
L 1000 mm
L 2000 mm

BR 024 841 07
BR 024 843 07
BR 024 847 07

BR 024 861 07
BR 024 863 07
BR 024 867 07

+ distributor
high voltage 230 V,

with plug-system white colour

       low voltage 24 V, 

       with plug-system green colour

Halogen-free available on request

2-way distributor

2-way distributor
6-way distributor

BR 024 893 07

BR 024 883 07
BR 024 881 07

AL 060 822 14

AL 060 823 14

opuc20 opuc20 brackets

11 2

1

OP 020 201 01 

single bracket
for timber and glass shelves, 

350 – 400 mm depth

timber shelf drawing, OP 020 601 04

glass shelf drawing, OP 020 601 03

Ø 20, L 320 OP 020 206 01
stainless steel, satin finish

OP 020 207 10
steel, powder-coated white alu

OP 020 208 10
steel, powder-coated black

115

OP 020 202 11

set of two insertion brackets
for timber shelves with a minimum 

thickness of 22 mm

timber shelf drawing, OP 020 602 04

Ø 15, L 160 OP 020 209 01  

steel, zinc plated

115

OP 020 207 01

set of two clamping brackets
for 8 mm glass shelves

glass shelf drawing, OP 020 207 01

L 55, H 40 OP 020 210 01 
stainless steel, satin finish

OP 020 211 10
steel, powder-coated white alu

OP 020 212 10
steel, powder-coated black

110

2

OP 020 300 01 

side hanging frame
round tube

Ø 25, L 1240 OP 020 309 01
stainless steel, satin finish

OP 020 310 10
steel, powder-coated white alu

OP 020 311 10
steel, powder-coated black

130
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1

OP 020 400 01

front arm
with pin

L 100
L 300
Ø 20

OP 020 402 01
OP 020 403 01
stainless steel, satin finish 

OP 020 404 10
OP 020 405 10
steel, powder-coated white alu

OP 020 406 10
OP 020 407 10
steel, powder-coated black

110

2

OP 020 302 01 

T-arm
round tube

Ø 25, L 620 OP 020 312 01  

stainless steel, satin finish

OP 020 313 10  

steel, powder-coated white alu

OP 020 314 10  

steel, powder-coated black

110

OP 020 810 02

sign holder
for acrylic folders

A4 →
A4 ↑ / A5 →
A5 ↑ / A6 →
A6 ↑

OP 020 822 02
OP 020 823 02
OP 020 824 02
OP 020 825 02
stainless steel, satin finish

OP 020 826 10
OP 020 827 10
OP 020 828 10
OP 020 829 10
steel, powder-coated white alu

OP 020 830 10
OP 020 831 10
OP 020 832 10
OP 020 833 10
steel, powder-coated black

opuc20 fittings

shoe tray
for side display, straight

L 290, W 105 OP 020 620 01
stainless steel, satin finish

OP 020 621 10
steel, powder-coated white alu

OP 020 622 10
steel, powder-coated black

shoe tray
electrified, for side display with LED-lighting, 

9,6 W/m, 90 Lm/W, L 240, W 105

3000 K
4000 K

3000 K 
4000 K

3000 K 
4000 K

OP 020 623 01
OP 020 624 01
stainless steel, satin finish

OP 020 625 10   
OP 020 626 10
steel, powder-coated white alu

OP 020 627 10   
OP 020 628 10
steel, powder-coated black

shoe tray 
one pair of shoes for side display, straight

L 240, W 290 OP 020 629 01
stainless steel, satin finish

OP 020 630 10
steel, powder-coated white alu

OP 020 631 10
steel, powder-coated black

shoe tray
electrified, one pair of shoes for side display, 

9,6 W/m, 90 Lm/W, L 240, W 290

3000 K
4000 K

3000 K 
4000 K

3000 K 
4000 K

OP 020 632 01
OP 020 633 01
stainless steel, satin finish

OP 020 634 10   
OP 020 635 10
steel, powder-coated white alu

OP 020 636 10   
OP 020 637 10
steel, powder-coated black

opuc20 shoe tray

ZU 003 801 07 

+ acrylic folder
for sign holder, made of 3 mm

acrylic, folded

A4 →
A4 ↑
A5 →
A5 ↑
A6 →
A6 ↑

ZU 003 801 07       
ZU 003 800 07       
ZU 003 803 07       
ZU 003 802 07       
ZU 003 805 07     
ZU 003 804 07
clear acrylic

~

~

~
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opuc20 back bar

back bar
rectangular tube

L 1240, H 30, t 15 OP 020 500 01
stainless steel, satin finish

OP 020 503 10
steel, powder-coated white alu

OP 020 503 10
steel, powder-coated black

140

+ blister hook
with a 135°curved end, to suit back bar

L 120
L 220
Ø 6

VP 015 509 01
VP 015 510 01 
stainless steel, satin finish

VP 015 511 10
VP 015 512 10
steel, powder-coated white alu

VP 015 513 10
VP 015 514 10
steel, powder-coated black

11

VP 461 110 15

+ front hook
with pin, to suit back bar

L 300
Ø 10

VP 015 515 01
stainless steel, satin finish

VP 015 516 10
steel, powder-coated white alu

VP 015 517 10
steel, powder-coated black

12

VP 470 120 10

+ front arm
with pin, to suit back bar

L 100
L 300
L 400
Ø 20

VP 015 518 01         
VP 015 519 01 
VP 015 520 01
stainless steel, satin finish

VP 015 521 10
VP 015 522 10 
VP 015 523 10 
steel, powder-coated white alu

VP 015 524 10
VP 015 525 10
VP 015 526 10
steel, powder-coated black

110

VP 460 106 12 

single bracket
electrified, for timber shelves

Ø 12, L 320 OP 020 213 01
stainless steel, satin finish

OP 020 214 10
steel, powder-coated white alu

OP 020 215 10
steel, powder-coated black

LED recessed lighting unit
for timber shelves with a thickness of 19 mm,

profile LD8003K, 9,6 watt per metre, 90 Lm/W,

24 V, length of 570 mm

3000 K
4000 K

3000 K
4000 K

BR 024 704 05 
BR 024 705 05           
aluminium, natural anodised

BR 024 704 16  
BR 024 705 16
aluminium, black anodised

~

opuc20 brackets

~



Load values: (stated in kg)

Legend to symbols:

 electrified

Dimensions: (stated in mm)

L length 

W width 

Ø diameter

C centre

H height → landscape

D depth ↑ portrait

t thickness

11  – 160  corresponds to 1 – 60 kg

The following guidelines apply to the load values stated above:

- The load value listed refers to the merchandise elements only.

- Increasing lengths or depths of the fitting elements may lead to a reduced load value.

- The load values listed depend on the construction of the wall. Our calculation is based on installation into timber.

- Fittings may deflect to differing angles for a particular load value.

~

All rails and fitting elements are covered by patent or copyright.

We reserve the right to amend technical or formal details without prior notice.
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